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Features 


The model and serial number are located at the rear of 
the unit. Record the serial number in the space provided 
below. 

Retain this number for future reference and refer to it 
whenever you call upon your dealer regarding the unit. 
REMOTE CONTROL CENTER 

Kyocera RC-101 

Serial number 


REMOTE CONTROL UNIT (transmitter) 
Kyocera RT-102 
Serial number 


The Kyocera RC-101 remote control center, in con- 
junction with the REMOTE CONTROL UNIT RT-102, is 
designed to extend the operation capability of the Kyocera 
tuner/amplifier models R-861, R-661, R-461, CD player DA- 
610, and tape deck models D-811, D-611. The remote 
control system will enable the user to control the system 
comprising of such Kyocera electronics from almost any 
location within the area of the RC-101 REMOTE CONTROL 
CENTER or RS-103 REMOTE SENSOR UNITs. 


CAUTION 
RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


——CAUTION ——— 


TO REDUCE THE RISK OF 
ELECTRIC SHOCK, DO NOT 
REMOVE COVER (OR BACK). NO 
USER-SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED 
SERVICE PERSONNEL. 


This symbol is intended to alert you of 
the presence of uninsulated dangerous 
voltage within the unit’s enclosure that 
may be of sufficient magnitude to con- 
stitute a risk of electric shock to persons. 


This symbol is intended to alert you of 
the presence of important operating 
and maintenance instructions in the 
literature accompanying the unit. 


WARNING 


TO PREVENT FIRE OR SHOCK 
HAZARD. DO NOT EXPOSE 
THIS APPLIANCE TO RAIN OR 
MOISTURE. 


Installation 


Unpacking 

Unpack your remote control center carefully. Be sure 
to remove the accessories including the remote control 
hand set RT-102. After unpacking, inspect your unit care- 
fully for signs of damage. If damage is found, contact your 
authorized Kyocera dealer at once. 

Do not throw away the carton or associated packing 
materials. They are ideal if you need to pack the unit for 
moving, and in the event that servicing is needed, will be 
required for shipping. 


Installation 

Installation of your remote control center is not com- 
plicated, and following the guidelines below will assure you 
of safe and satisfactory performance for many years. 


® Do not remove the cover of the unit as there are no 
user-serviceable parts inside. 

® Do not expose the unit to excessive dust, moisture or 
direct sources of heat. 

® Clean by wiping with a soft cloth moistened with house- 
hold window cleaner. Do not use volatile cleaning or 
thinning chemicals such as acetone or gasoline (petrol) as 
they may damage the finish. 


AC power requirement 

The operating voltage of the unit must be the same as 
the voltage of your power source. In the U.S.A., this is 120V 
60Hz AC. (Actual voltage may vary from as high as 125V to 
as low as 90V during peak power usage periods.) 

Check the rear of the unit to insure that it will operate 
properly on your power source. If the label indicates 
voltages not appropriate for your area, or if you are not 
sure, contact your authorized Kyocera dealer. 


Connections 
Connection to the associated equipment 


CONTROL SIGNAL OUTPUT jacks 

These are RCA type jacks for connecting the remote 
control command signals to the tuner/amp, CD player, and 
tape deck. Using the connecting cables (3 supplied), 
connect to the REMOTE INPUT jack on the appropriate 
equipment. 


EXT. REMOTE SENSOR INPUT 1/2 jacks : 

These are ‘F’ type jacks for connection of the Kyocera 
external remote sensor unit RS-103. The use of the RS-103 
will extend the remote control capabilities of the RC-101 
system to other areas in the home. 


SWITCHED AC OUTLETS (TOTAL 800W) 
These are ‘switched’ outlets and are controlled either by the 
POWER button on the front panel of the unit or remotely by 
the POWER button on the remote control unit RT-102. Each 
will accommodate the AC plug from the associated 
equipment, and are used for connection of the power cords 
from the equipment to which the RC-101 has been inter- 
faced. 
Important 

Do not use equipment having a total rating of more 
than 800W of AC power in the SWITCHED outlets. 


UNSWITCHED AC OUTLET (200W) 
This is the UNSWITCHED outlet and is active as long as the 
remote center is plugged into an AC wall outlet. 
Important 

Do not use equipment rated at more than 200W of 
power in this single outlet. 


Power cord 

Check to make sure that the POWER button on the 
front panel of RC-101 is in the off (released) position. (The 
equipment plugged into the SWITCHED AC OUTLETs 
should be switched on.) Now plug the remote center’s AC 
power cord into a convenient 120V AC outlet. 


Connection diagram 
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Operating the remote control system 


To operate the remote control system, after first time 
plugging the RC-101 power cord into an outlet, switch to 
on the power switch of all the equipment and depress the 
POWER button of RC-101. Once the POWER button is 
depressed, the STANDBY indicator is illuminated. How- 
ever, this will not yet turn on the tuner/amp, etc. (not 
illuminating the ON OUTLETS indicator) since the AC 
supply to the tuner/amp, etc. are now controlled by the 
remote control unit RT-102 POWER button. However, to 
manually turn the tuner/amp, etc., release the POWER 
button of RC-101 remote control center depress once 
again. (The ON OUTLETS indicator illuminates.) 


Important note 
To turn on the power, you must depress and hold 


the POWER button of the remote control hand unit CT- 
102 for approx. one second. 


Note 

The unit draws a certain amount of AC current when 
used with the associated equipment operating in loud 
volume, therefore we recommend you do not use an 
extension AC line, but that you connect the AC power cord 
directly to the wall outlet. 


Remote sensor 
RS-103 
Remote sensor 
RS-103 


AC outlet 
120V 60Hz 


© Illuminates when the RT-102’s POWER 
| button is pressed. 


RECEIVE indicator 


© Illuminates when the POWER button is pressed. 


Operating the remote control unit RT-102 


To operate the system from the remote control unit, 
first press the POWER button on the RT-102. This causes 
the ON OUTLETS indicator on the RC-101 to illuminate 
and in turn the equipment plugged into its switched outlets. 

The buttons on the remote control unit duplicate the 
function of those on the tuner/amp, tape deck, and CD 
player and operates in the same manner. For the operating 
details, refer to the instruction manual accompanying these 
units. For example; To select the program source you wish 
to listen to, press one of the PHONO, TUNER, CD/AUX, 
AV/AUX, and MONI buttons. 

The effective button operation is confirmed by the 
flashing of the RECEIVE indicator in the REMOTE SENSOR 
window on the front panel of the remote control center. 


REMOTE SENSOR direction 


POWER button 


Coe Kyocera 
RT-102 REMOTE CONTROL UNIT 


Note on adjusting volume 

The REMOTE VOLUME (norm/remote) button on the 
R-461, R-661, and R-861 when in the norm mode (re- 
leased) allows manual adjustment of the volume level. It 
also predetermines the degree of maximum volume pos- 
sible when the button is in the remote mode (depressed, 
lighting the indicator) of operation. Therefore, it prevents 
the remote volume settings from accidentally being raised 
to extreme high levels. The button should be left in the 
remote mode (depressed) unless the user desires to 
operate the equipment manually or prefers the sound 
quality of volume norm mode as compared to volume 
remote mode. 


Caution 

When switching the REMOTE VOLUME button from 
remote (depressed) to norm (released), always first reduce 
manually the volume to nera zero setting. This is neces- 
sary to prevent the volume from being heard at the 
previous usually higher manual setting of the control. 
Failure to first reduce the volume setting manually could 
result in a surprisingly high volume sound and possible 
damage to speakers. 


Precautions | 
Maximum distance of the remote control unit RT-102 
directly in front ofthe sensor window is 20 ft. and at 20° to 
left or right, the maximum operating distance is 15 ft. 
When operating the remote control unit. Care should 
be taken to operate within these maximum parameters. 


REMOTE 
SENSOR 
window 


CONTROL 
transmitter 


Notes 

Clear away obstacles between the RT-102 and the RC- 
101 REMOTE SENSOR window to ensure proper opera- 
tion. | 

Also it is recommended to lower the volume level and 
to return thetape and CD to the stop mode before switching 
the power off. 


Battery installation 

The detachable back plate of the RT- 102 covers the 
compartment usedto house two AA size batteries. Carefully 
install the batteries as shown in the compartment. 
Note 

Do not leave the batteries in the remote control unit 
when it is not used for a long period of time. Chemical 
action of weak or exhausted batteries may leak and result in 
possible damage to the battery holder contacts. 


Servicing information 


Should your Kyocera product need repair, please contact 
your authorized Kyocera dealer. 
KTRC101*XX 0785SG Printed in Japan 


